
SOLAR PV MODULE

TeamSustain provides the perfect solution for electricity 
generation from sunlight in an efficient and environment 
friendly manner. TeamSustain Solar modules are 
designed to withstand the toughest environmental conditions and 
manufactured in compliance with the most stringent quality standards. The 
Solar modules are covered by a 10 year limited warranty on power output.

The solar module contains 36 mono or poly crystalline silicon solar cells connected 
in series. All cells are electrically matched to assure the maximum power output 
possible. One solar module can charge a 12 volt battery using a charge controller. 
System voltages of 24 volt and higher can be obtained by connecting modules in 
series. Higher currents can be obtained by connecting modules in parallel.

FEATURES 

• High efficiency mono-crystalline or poly crystalline silicon solar cells 

• Uses 36 numbers of solar cells 

• Designed for maximum reliability and minimum maintenance 

• Highly resistant to rain, water, abrasion, hail impact and environmental 
factors 

• Light weight anodized aluminium frame and pre-drilled mounting holes 
for easy installation 

• All proven products. Only materials with extensive field experience used. 

• 10 years product warranty

MODELS AND TECHNICAL SPECIFICATIONS 

Module 
type 

Model
Nominal 
Voltage 

*Module 
Wattage 

Cell 
type 

No. of 
cells 

Voc Isc

Dimensions 

(mm)
Weight

(kg)
L W T

SM-03M 
ASM-

12008A 
12V 8W Mono 36 >21V >0.56A 465 300 25.5 1.77

SM-03P 
ASM-

12008A 
12V 8W Poly 36 >21V >0.56A 465 300 25.5 1.77
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SM-03M 
ASM-

12010A 
12V 10W Mono 36 >21V >0.70A 465 300 25.5 1.77

SM 03P 
ASM 

12010A 
12V 10W Poly 36 >21V >0.70A 465 300 25.5 1.77

SM-03M 
ASM-

12012A 
12V 12W Mono 36 >21V >0.84A 465 300 25.5 1.77

SM-03P 
ASM-

12012A 
12V 12W Poly 36 >21V >0.84A 465 300 25.5 1.77

SM-02M 
ASM-

12018A 
12V 18W Mono 36 >21V >1.26A 455 435 25.5 2.27

SM-02P 
ASM 

12018A 
12V 18W Poly 36 >21V >1.26A 455 435 25.5 2.27

SM-02M 
ASM-

12020A 
12V 20W Mono 36 >21V >1.40A 455 435 25.5 2.27

SM-02P 
ASM-

12020A 
12V 20W Poly 36 >21V >1.40A 455 435 25.5 2.27

SM-04M 
ASM-

12037A 
12V 37W Mono 36 >21V >2.50A 650 550 38.5 4.35

SM-04P 
ASM-

12037A 
12V 37W Poly 36 >21V >2.50A 650 550 38.5 4.35

SM-04M 
ASM 

12040A 
12V 40W Mono 36 >21V >2.70A 650 550 38.5 4.35

SM-04P 
ASM-

12040A 
12V 40W Poly 36 >21V >2.70A 650 550 38.5 4.35

SM-04M 
ASM-

12050A 
12V 50W Mono 36 >21V >3.30A 650 550 38.5 4.35

SM-04P 
ASM-

12050A 
12V 50W Poly 36 >21V >3.30A 650 550 38.5 4.35

SM-06M 
ASM 

12037A 
12V 37W Mono 36 >21V >2.50A 875 425 38.5 4.35

SM-06P 
ASM 

12037A 
12V 37W Poly 36 >21V >2.50A 875 425 38.5 4.35

SM-06M 
ASM 

12040A 
12V 40W Mono 36 >21V >2.70A 875 425 38.5 4.35

SM-06P 
ASM 

12040A 
12V 40W Poly 36 >21V >2.70A 875 425 38.5 4.35

SM-06M
ASM 

12050A 
12V 50W Mono 36 >21V >3.30A 875 425 38.5 4.35
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SM-06P 
ASM 

12050A 
12V 50W Poly 36 >21V >3.30A 875 425 38.5 4.35

SM-05M 
ASM-

12070A 
12V 70W Mono 36 >21V >4.70A 1226 542 38.5 7.28

SM-05P 
ASM 

12070A 
12V 70W Poly 36 >21V >4.70A 1226 542 38.5 7.28

SM-05M 
ASM 

12075A 
12V 75W Mono 36 >21V >5.00A 1226 542 38.5 7.28

SM-05P 
ASM-

12075A 
12V 75W Poly 36 >21V >5.00A 1226 542 38.5 7.28

SM-05M 
ASM 

12090A 
12V 90W Mono 36 >21V >6.00A 1226 542 38.5 7.28

SM-05P 
ASM 

12090A 
12V 90W Poly 36 >21V >6.00A 1226 542 38.5 7.28

Under S.T.C of 100 mW/cm2 O 25 ° C cell temperature and 16.4 V

Note: Specifications subject to change without notice. Check for latest update


